TOP COURSE
BINDER COURSE

TOP COURSE

12"—-24" AS DIRECTED

BY ENGINEER

12"—24" AS DIRECTED
BY ENGINEER

8 min

WITH REFLECTIVE GLASS BEADS (MDH M7.01.07)

DETAIL~FOR THERMOPLASTIC
CROSSWALK ALL LOCATIONS

NOTES:

I WHITE WATER—BORNE TRAFFIC PAINT (MHD M7.01.23)

ROADWAY EDGE 3
FROM CROSSWALK

D=7" TURNING CIRCLE
WITHIN CROSSWALK

DETAIL~FOR CROSSWALK

1. WHERE PROVIDED, STOP LINES SHOULD BE PLACED
NO LESS THAN 4 FEET BEHIND AN ADJACENT

ALL LOCATIONS

Mluv|oz

1 1/2" BIT. CONC. WEARING SURFACE

1 1/2” BIT. CONC. WEARING SURFACE

BRICK PAVERS SET IN RUNNING BOND
PATTERN PERPENDICULAR TO CURB — 1.6%
— 2% TYPICAL. SLOPE TO CURB, MAINTAIN
LESS THAN 5% DOWN-SLOPE ON SIDEWALKS
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& SEED
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GRANITE CURB TYPE VA-4

4” LOAM & SEED

1 1/2" BIT. CONC. WEARING SURFACE
1 1/2" BIT. CONC. BASE COURSE

6" GRAVEL MIN.

70 FOOT LAYOUT

GRANITE CURB TYPE VA-4

(7" REVEAL STANDARD)
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WHERE SHOWN ON PLANS AT LOCATIONS FOR "TREEWAY”, GRAVEL 4" LOAM & SEED
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] CRUSHED STONE AND 2’ DEPTH OF SAND BASED. 2
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PERMANENT PAVEMENT INTAL SAW COT SAND & ASPHALT J oo 6" GRAVEL MIN.
PRIOR TO EXCAVATION EMULSION AT JOINT - |
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EXISTING
B AVEMENT | 2.5” BIT. CONC. BINDER COURSE | PLAN VIEW P G2
3 MIN. MAX. SLOPE 1.6% " " 1 1/2” BIT. CONC. WEARING SURFACE
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- TO MEET DEPTH OF ORDINARY BORROW 4" LOAM & SEED
EXISTING PAVEMENT " Mm %nom_ONMz_om 1 1/2” BIT. CONC. WEARING SURFACE =
\\\\\\\ . 1 1/2” BIT. CONC. BASE COURSE
k\”ﬂ\\ Sisasssietet iy 8" GRAVEL MIN. COMPACTED TO 95% STAND. PROCTER 6” GRAVEL MIN.
\ \ S SAW CUT LINE OF
PERMANENT PAVEMENT 12 NEW PAVEMENT, MATCH 12
BINDER COURSE PAVEMENT ON TRENCHES Y
EXCEEDING 5 IN EITHER BEDDING  AS SPECIFIED VN, EXISTING THICKNESS. MIN. MATCH EXISTING PAVEMENT LOCAL STREET

DIMENSION MUST BE
COMPACTED WITH A
ROLLER.

TRENCH RESTORATION

PROVIDE 3" WIDTH AT BACK OF SIDEWALK
WITH MAX. CROSS SLOPE OF 1.6% AND
MAX. LONGITUDINAL SLOPE OF 87%.

NOTES

20" MAXIMUM

1. CLASS | CEMENT CONC. TO BE USED

2. EXPANSION JOINTS TO BE PLACED 90’ O.C. MAX.
WITH INTERMIDIATE CONSTRUCTION JOINTS 30’ O.C.

ZONING OFFSETS

ZONING DISTANCE DISTANCE WALL

DISTRICT FROM STREET FROM LOT OF PRINCIPAL
INTERSECTION LINE BUILDING

RS,RO,RT 25 5 5

RD,RM 25 8 5

CRO,CLO,CM 50 10 5

CRS,CS,CB,CN 10 NO REQUIREMENT 5

MAXIMUM DRIVEWAY GRADE = 127%

DRIVEWAY PLAN

3. ALL CONC. DIMENSIONS SHOWN ARE MINIMUM

HEIGHT WIDTH AREA CU. YDS.

A T W SQ. FT. JPER. LIN. FT.
2’-0" | 4-0" 2'—4" 6.667 0.247
2’—-6" | 4-6" 2'-6" 7.875 0.292
3-0" | 5°-0" 2'-8" 9.165 0.339
3-6" | 5-6" 2’-10" 10.541 0.390
4-0" | 60" 3'-0" 12.000 0.444
4-6" | 6-6" 3-2" 13.541 0.502
5-0" | 7-0" 3—4" 15.162 0.562

EXISTING PAVEMENT

MAX. 2" THICK LIFTS

THICKNESS, SEE NOTE 4.

S50 FOOT LAYOUT
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< LAYOUT WIDTH | PAVEMENT WIDTH] SHOULDER WIDTH
\ :_ll §_va O»— ON
Avou NLVMIO: Nuloz Vu
mov uOvIO: valoz @v
60’ 44'—Q" 2’—0” 7
UNDISTURBED GRAVEL BASE 70’ 54'-0" 2'—6" 7’
70" (DIVIDED) 22°—Q" 5—-6" 4-6"
SEE NOTE 1

TYPICAL DETAIL
TRENCH RESTORATION

NOTES:

1. THE TRENCH EXCAVATION AROUND THE UTILITY WILL
BE BACK FILLED WITH FLOWABLE FILL OR, IN CASE OF
NATURAL GAS SERVICE, WITH GRAVEL COMPACTED TO
95% DENSITY.

FOR MORATORIUM STREETS

4. PAVEMENT THICKNESS AND MATERIAL IN
ACCORDANCE WITH THE TOWN OF LEXINGTON
SPECIFICATIONS. APPLY HEAT BY APPROVED INFRARED
METHOD TO SEAL ALL JOINTS.

5. JOINT BETWEEN EXISTING PAVEMENT AND PATCH
MUST BE INFRARED.

2. NEW GRAVEL SUB BASE WILL BE INSTALLED AND
COMPACTED TO 95% DENSITY.

3. THE FINAL TRENCH PATCH WILL BE FROM CURB TO
CURB, OR AS APPROVED BY THE ENGINEER.

4" LOAM & SEED

4” LOAM & SEED

4" LOAM & SEED

DATE REVISION
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